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OWRJBx11-HxPDLx1 
 

   Ultra-thin Vertical RJ45 Jack 
 

Latch Up & EMI Tabs & With LED 
 

GENERAL INFORMATION 
⚫ Operation Temp: -40℃ to +80℃  

⚫ Storage condition: -40℃ to +80℃ and ≤70% ( In 

original packaging) 

⚫ Test Condition: 100KHz, 0.1V 

⚫ Parameters test temperature: 25℃ 

⚫ Wave Soldering peak temp: 260℃ for 5 sec 
 

FEATURES 
⚫ Housing & Insert: PBT UL 94V0 Black 

⚫ Shell: 30u” Ni over Brass , T = 0.20mm 

⚫ RJ45 Terminal: Phosphor Bronze  T= 0.35mm 

--Plating : 6u” gold layer over contacting area. 

80u” – 120 u” Tin plated on soldering area 

50u” – 80u” Ni underplated overall  

⚫ Tail terminal: Brass  T=0.35mm 

--Plating: 80u” -120u” Tin plate overall 

30u”-50u” Ni underplated over all 

⚫ Mechanical durability: 750 cycles Min.  

⚫ POE : Non 

 
APPLICATIONS 
⚫ Ethernet Router 

⚫ Servicer Router, Switches, Modems, Notebook and   

PCs, Hubs, Printer, IP Camera, POS terminals etc. 

⚫ Telecommunication  

⚫ Networking . Computer and Peripherals 

⚫ Gateway, Repeater, Bridge, PC motherboard  

⚫ Security System, Smart Home, Multi-Media 

 
CERTIFICATION 
⚫ RoHS Approval: Complaint 2011/65/EU & 2015/863 

⚫ REACH Approval: IEC1907/2006 

⚫ UL 94-V0  

⚫ Halogen Free:  Suitable 

⚫ Comply with IEC60603-7 

 

NOTICE 
⚫ MSL 1 

⚫ This electronic component was designed and   

manufactured for use in general electronic  

equipment. 

⚫ Don’t drop test or impact on the single component. 

⚫ Violation of the technical product specifications   

such as exceeding the nominal rated current may  

damage the product. 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 

 
 

 

Recommended Pad:  

 

 

LED Lighting:  
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➢ DIMENSIONS OF OWRJB211- HxPDLx1_ THT Ultra-thin Vertical RJ45 Jack with LED 

OW Series A(mm) B(mm) C(mm) D(mm) E(mm) F(mm) G(mm) 
H(mm) 

Ref. 
I(mm) 
Ref. 

J(mm) 
Ref. 

K(mm) 
Ref. 

L(mm) 
Ref. 

OWRJB211-
HxPDLx1 

14.5±0.
20 

15.98±
0.20 

19.95±
0.20 

117.8±
0.20 

18.64
±0.2 

2.0±0.
25 

9.60±0
.25 

11.91 6.85 9.45 8.35 7.14 

Optional: OWRJ B 2 11-H x PDL x 1 
      LED : 1= L(Green) , R(Yellow); 2 = L(Yellow) , R (Green) ;  4 = L(Orange) , R(Yellow) 

    x : Housing Color: P = PBT; L = LCP;  9 = PA9T 
x:Termial Plating: 0=1u” Au; 1= 3u”Au; 2= 6u”; 3= 15u”Au; 4= 30u”Au; 5= 50u”Au 
x: Plastic material:  B = LCP Black;  U = PA49T Blue ; Y= PAT Yellow 114C 

 
 

➢ Electrical Characteristics of OWRJB211- HxPDLx1_ THT Ultra-thin Vertical RJ45 Jack with LED 

 

No. Item Terminal No. Specification Test Condition 

1 Rated Current / 1.5A Min. / 

2 Voltage / 125V Ac RMS / 

2 Contact Resistance Pin to Pin 40 mΩ Max. 25℃ 

3 Insulation Resistance Pin to Pin 500Ω Min. 500Vdc 

4 Dielectric strength Pin to Pin 500Vac 60s / 

6 Insertion/Extraction Lief Pushing & Pull 750Cycles  / 

Note:  

1) Please contact sales if your requirement is beyond the characteristics list by sales@owolff.com 

2) Marking :  No marking 
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➢ Recommend Wave Soldering Condition of OWRJB211- HxPDLx1_ THT Ultra-thin Vertical RJ45 Jack 
with LED 

➢  
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
Notice:   

⚫ Comply with IPC A-610 

⚫ Above mentioned information should serve as recommendation only. Other parameters may also affect 

soldering results, so these profiles do not guarantee absolute success.  

⚫ Soldering profile should be determined by the manufacturer of the solder paste, providing there is no 

contradiction with the recommendations in this document. 

⚫ Strong forces which may affect the coplanarity of the components’ electrical connection with the PCB (i.e. 

pins), can damage the part. 

⚫ Washing  during the production to clean the customer application may damage or change the 

characteristics of the wire insulation, marking or plating.  Washing  may have a negative effect on the long-

term functionality of the product.Customer need to be own evaluation risk.  

⚫ We do not recommend using brush PCBA during the cleaning process after soldering.  

⚫ If the product is potted in the customer applications, the potting material mabye shrink or expand after 

hardening, and lead to the part’s electrical characteristics change ,customer need to own evaluation the 

potting risk. 

 

 

 
 
 
 
 
 
 

Profile Feature Pb-free assembly 

Average ramp-up rate ~ 200 °C/s 

Heating rate during preheat typical 1-2, max 4 °C/s 1-2 

Final preheat temperature TS ~ 130 °C 

Peak temperature TP 255 °C 

Time within peak temperature tP 5 s 

Ramp-down rate 5 °C/s maximum 
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➢ Packaging Detail of OWRJB211- HxPDLx1_ THT Ultra-thin Vertical RJ45 Jack with LED 

 

 
 

 
 
 
 
 

Notice:  
⚫ A stroage of OW products for longer than 12months is not recommended, the terminals may suffer 

degradation during storaging, then the resulting in bad soldering performacne. Customer need to be 

pre-evaluated the solderability before using over 12months inventory. 

⚫ Do not expose the compoent to direct sunlight, or to high humidity ambinet.  

⚫ The stroage conditions is in the original packaging are defined according to EN61670-2, 12months shelf 

life Max. is in original packaging. 

⚫ It has to be clearly pointed out that the possibility of a malfunction of electronic components or failure 

before the end of the usual lifetime .cannot be completely eliminated in the current state of the art, even 

if the products are operated within the range of the specifications. 

⚫ The temperature rise of the component must be taken into consideration. The operating temperature is 

comprised of ambient temperature and temperature rise of the components.The operating temperature 

of the component shall not exceed the maximum temperature specified. 

⚫ Please hand it carefully because it is fragile component. Please re-test and evaluate it again if the 

component dropped to floor. 

 

 

 

Item Description 

Bulk Packing  Paper box 

Tray material 
Degradable 
Plastic 

Box Size 360x480x230 

Tray size 350x230x11/0.5 

Qty /Full tray 90pcs 

Qty/Full Box 2520pcs 

Unit Weight 4g 

Gross Weight 12.2Kg 
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